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Label. 1/4 Quick-change holder Hex drive 1/4 L.62mm

Features. for bit screwdriver bits with 1/4" external hexagonal drive
DIN 3126/ISO 1173 form C 6.3
with quick-action chuck
adaptor with external hexagonal drive for powered use

Advantages.

For 1/4" bit screwdriver sockets with external hex 1/4".

Technical Attributes.

Drive hexagon external (inch) 1/4

Internal hex drive (mm) D 6,3 mm

Internal hex drive (inch) 1/4

External hex drive (mm) E 6,3 mm

Length mm (L) 62 mm

Logistics data.

Depth mm (IFS) 63

Width mm (IFS) 15

Height mm (IFS) 15

Length (packed, mm) 70

Width (packed, mm) 30

Height (packed, mm) 16

Volume (packed, dm3) 0.0336 dm3

Art. no. 38250002

Weight (gross, kg) 0,031

Weight PAP (kg) 0,000

Weight PVC (kg) 0,002

GTIN 4018754155033

Quick-change holder

3825/1

Art.No. 38250002

GTIN 4018754155033

Model 3825/1 BIT-HALTER
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Country of origin TAIWAN, PROVINCE OF 
CHINA

Region of origin Ausländischer Ursprung

WEEE/ElektroG nicht ear-pflichtig

Customs tariff no. 84661038

Packing standard 1

Weight 27 g

Variants.

Art. no. Art. no. (ERP) Description GTIN

38250002 3825/1 BIT-HALTER 1/4 Quick-change holder Hex drive 1/4 L.62mm 4018754155033

GTIN-Code.

Accessories.

96080110
Bit box

96080121
Bit box

96080122
Bit box

96081113
5-star Bit set

96080115
Bit box

96080156
Bit box

96080030
Bit box Air
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